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A. ALL SHADED AREAS INDICATE “NO WORK” OR “NOT IN SCOPE” UNLESS OTHERWISE 
NOTED ON PLAN.

B. DO NOT SCALE DRAWINGS, DIMENSIONS GOVERN. LARGE SCALE DETAILS GOVERN
OVER SMALL SCALE.

C. UNLESS NOTED OTHERWISE PARTITIONS ARE DIMENSIONED TO FACE OF PARTITION.
D. UNLESS NOTED OTHERWISE EDGE OF DOOR TO BE LOCATED 5" OFF PERPENDICULAR

WALL.
E. PATCH ALL WALLS AND PARTITIONS, ETC. WHERE DEMOLITION HAS OCCURRED.
F. WHERE REMOVAL OF PARTITIONS CREATE VOIDS OR DEPRESSIONS IN THE EXISTING 

SUBSTRATE FILL AND LEVEL VOIDS WITH CONCRETE AND LATEX UNDERLAYMENT TO 
PROVIDE A LEVEL SURFACE TO RECEIVE NEW FLOOR COVERINGS.

G. FIRE RETARDANT BLOCKING SHALL BE PROVIDED IN ALL WALLS AS REQUIRED BY
CODE AND AS REQUIRED / RECOMMENDED FOR THE SUPPORT OF MILLWORK, TOILET
PARTITIONS AND ACCESSORIES, ETC.

H. USE TAPEABLE METAL CORNER BEADS AT ALL GYPSUM BOARD CORNERS.
I. WHERE GYPSUM BOARD IS PROVIDED AROUND EXTERIOR OPENINGS, THE GYPSUM 

BOARD SHALL BE MOISTURE RESISTANT GYPSUM BOARD FOR 2'-0" AROUND THE
PERIMETER OF THE OPENING.

J. ALL PUBLIC OPERABLE ITEMS SHALL BE 15" MINIMUM ABOVE FINISHED FLOOR AND 48" 
MAXIMUM ABOVE FINISHED FLOOR.

K. SIGNAGE TO BE MOUNTED @ 5' - 0" ABOVE FINISHED FLOOR TO CENTERLINE AND ON 
LATCH SIDE OF DOORS.

L. GLAZING, MILLWORK, AND EQUIPMENT SUPPLIERS SHALL FIELD VERIFY ALL 
DIMENSIONS PRIOR TO FABRICATION.

M. ALL UTILITY LINES SHALL BE ENCLOSED IN FLOOR, WALL OR CEILING CONSTRUCTION 
AS REQUIRED UNLESS OTHERWISE NOTED.

N. RESPECTIVE PLUMBING, MECHANICAL, ELECTRICAL AND FIRE PROTECTION 
CONTRACTORS TO PROVIDE ACCESS PANELS AS REQUIRED BY CODE AND 
SERVICEABILITY, COORDINATE WITH M.E.P. DRAWINGS AND VERIFY LOCATIONS AND 
TYPE WITH ARCHITECT FOR AESTHETIC APPROVAL.

O. WATER SUPPLY AND DRAIN PIPES UNDER LAVATORIES AND SINKS SHALL BE
INSULATED OR OTHERWISE CONFIGURED TO PROTECT AGAINST CONTACT. THERE 
SHALL BE NO SHARP OR ABRASIVE SURFACES UNDER LAVATORIES AND SINKS. ALL 
COLD-WATER LINES INSTALLED FOR SINKS AND ALL OTHER APPLIANCES TO BE
INSULATED FROM PARTITION TO POINT OF CONNECTION.

P. CONTRACTOR TO VERIFY ALL DIMENSIONS AND CONDITIONS SHOWN ON THE
DRAWINGS AT THE JOB SITE AND NOTIFY ARCHITECT OF ANY OMISSIONS,
DISCREPANCIES, AND/OR CONFLICTS.

Q. CONTRACTOR TO VERIFY THAT FIRE EXTINGUISHERS AND LOCATIONS COMPLY WITH 
ALL EXISTING LOCAL CITY AND STATE FIRE CODES. CONTRACTOR TO VERIFY THAT
ALL FIRE EXTINGUISHERS ARE NEW OR RECENTLY SERVICED.

R. CONTRACTOR TO IDENTIFY AND INFORM THE SUPPLIERS OF THE PROJECT DEADLINE.

GENERAL NOTES - FLOOR PLAN

Dennis P. Crain - Architect
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ARCHITECTURAL PLAN - FIRST
FLOOR

ARCHITECT OF RECORD:

1/4" = 1'-0"A-201

A1 ARCHITECTURAL PLAN
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